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GENERAL FEATURES

STANDARD FEATURES

MODEL OVERALL DIMENSIONS SHELVES (Fº) (FT3) (HP) 115V (LBS) DOE
(Hydrocarbon)

IMD - BST1600R 63 33 - 5/8 41 - 5/8 4 28.4ºF/46.4ºF 9 1/3 1,57 452 R-290

IMD - BST2000R 78 - 3/4 33 - 5/8 41 - 5/8 6 28.4ºF/46.4ºF 11 1/3 1,57 533 R-290

IMD - BST1200N 47 - 1/4 33 - 5/8 37 - 1/8 - - - - - 172 -

IMD - BST1600N 63 33 - 5/8 37 - 1/8 - - - - - 205 -

IMD - BST2000N 78 - 3/4 33 - 5/8 37 - 1/8 - - - - - 236 -

HIGHER ENERGY EFFICIENCY
R290 refrigerant with electronic fans and evaporative tray without electric resistances.

SANITATION
The interior cabinet is built with rounded corners (extensive radius for easy cleaning). 
Quick ability to take off shelves and slides for interior cleaning. Each cabinet has a drain 
at the bottom of the unit. When cleaning the unit make sure the drain hose is routed to a 
floor drain.

DRAWERS
All drawers include triple chamber door gaskets, easy to remove and snap in. Heavy-duty 
stainless-steel slides hold up to 440 lbs. Integrated handle and self-closing system.

CONTROL SYSTEM
Greated ability fot the adjustment of temperature range as per the end use ś requirements.

100% TESTED
All condensing units undergo rigorous testing in helium chambers for refrigerant leak 
detection and a final equipment test in a state-of-the-art test room.

EXTERIOR - INTERIOR
- AISI 304 Stainless Steel.

DRAWERS
- Each drawer accommodates one full 12”x20” pans and three of 1/6 pans (pans not included).
- Drawers with full-extension sliding rails for complete opening.
- Drawers with integrated handle.
- Accommodate up to 6” deep pan depths.
- Heavy-duty stainless-steel drawer slides designed to hold up to 440 Lbs

INSULATION
- Polyurethane with high density 40kg/m3, CFS free, zero ODP and low GWP.
- Low GWP & Zero ODP effect.

CASTERS
- 4” diameter casters
- Locks provided on front set.

REFRIGERATION
- Temperature regulated by thermostatic control
- Stainless Steel evaporative pan
- Evaporator coil coated with anti-corrosion material 100% polyester
- Forced air refrigeration system
- Refrigeration capacity: IUC-BST1600R – 1262 Btu/h (14ºF) - IUC-BST2000R - 1262 Btu/h (14ºF)
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