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NON FREEZING TEMPERATURES BELOW TECHNOLOGY APPLICABLE

FOR ALL TYPES OF 250 BOTTLES
LIQUID DRINKS ZERO IN LESS THAN 2H BEVERAGES

Quick ability to take off shelves and slides for interior cleaning.
All doors include door gaskets, easy to remove and snap in.

Higher precision in managing temperature settings. Greater ability for the adjustment of
temperatures ranges as per the end user’s requirement.

All condenser units are tested 100%, in helium chambers for refrigerant leak detections.

Audited and Certified by INTERTEK for compliance with UL 471 and NSF 7. EQA
audited and certified by internationally recognized firm. 1ISO 9001:2015 (Quality); 1ISO
14001:2015 (Environmental); ISO 45001:2018 (Prevention and Worker Safety)

LED lighting in cabinet sides reduces the energy consumption by 80% and 90% compared
to a traditional bulb. Provides a much better light quality.

IMD - SPC501

Stainless Steel AISI 304 (IMD_SPC501). Black lacquered steel (IMD_SPC501B). Completely injected
compact structure. Leveling feet. LED lighting.

- Double pane glass door.
- Triple chamber snap in door seals for easy removal.
- Door lock.

- Polyurethane with high density 40kg/m3, CFSs free, zero ODP and low GWP.

- IMD-SPC501 / IMD-SPC501B: 5 Shelves, 22-3/64" x 18-57/64"
- Guides and shelves easy to take off for cleaning.

- Digital temperature controller with automatic defrost system.
- Forced air evaporation system.

- Forced air condensation system.

- Evaporative pan.

- Evaporator coil coated with anti-corrosion material.

- Refrigeration capacity: IMD-SPC501 - 2864 Btu/h (14°F) - IMD-SPC501B -2864 Btu/h (14°F) IMD - SPC501B

IMD - SPC501 27 27,6 78-7/8 1 32°F/17.6°F 17 3/4 8,31 300 R-290
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IMD - SPC501B 27 27,6 78-7/8 1 32°F/17.6°F 17 3/4 8,31 300 R-290



