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Serie Serie

VRP VML MÁLAGA
Series Series
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Vitrina expositora carro para pescado
Fisch displays case

MOD. Potencia
Power

(W)

Capacidad
Capacity

(L)

Superficie 
exposición

(m2)

Compresor 
Compressor

(HP)

Consumo
Consumption

(kWh/24h)

Potencia
frigorífica

Cooling capacity  
(W A -10ºC)

Control Refrigerante
Coolant

VRP 13 475 115 0,75 1/4 6,7 464 Digital R-134 a

VRP 13

1320 x 850 x 1275 mm.
Temp. -1ºC/+1ºC
C. Clima. 4
230v/1 ph/50 Hz
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Refrigeración
Desescarche manual.
Sistema de Condensación Ventilada.
Sistema de Evaporación estática + placa.

Refrigeration
Manual defrost.
Ventilated condensation system.
Static evaporation system + plate.

Vitrina expositora para pescado 
Fish displays case

MOD. Potencia
Power

(W)

Superficie 
exposición

(m2)

Compresor 
Compressor

(HP)

Consumo
Consumption

(kWh/24h)

Potencia
frigorífica

Cooling capacity  
(W A -10ºC)

Control Refrigerante
Coolant

VML 12 620 0,79 1/3 8,7 464 Digital R-134 a

VML 15 895 0,99 1/2 12,5 464 Digital R-134 a

VML 18 1094 1,19 7/8 15,3 464 Digital R-134 a

Refrigeración
Desescarche manual.
Sistema de Condensación Ventilada.
Sistema de Evaporación estática + placa.
Evaporadores tratados en Epoxi de poliéster anticorrosión.

Refrigeration
Manual defrost.
Ventilated condensation system.
Static evaporation system + plate.
Evaporators treated with anti-corrosion polyester Epoxy.

MOD. Iluminación LED frontal
Frontal LED lighting

VML 12 (ILUDECVMBC12)

VML 15 (ILUDECVMBC15) 

VML 18 (ILUDECVMBC18) 

VML 12

1330 x 900 x 1335 mm.
Temp. -1ºC/+1ºC
C. Clima. 4
230v/1 ph/50 Hz

VML 15

1642 x 900 x 1335 mm.
Temp. -1ºC/+1ºC
C. Clima. 4
230v/1 ph/50 Hz

VML 18

1955 x 900 x 1335 mm.
Temp. -1ºC/+1ºC
C. Clima. 4
230v/1 ph/50 Hz

Opcional / Optional

REFRIGERACIÓNREFRIGERACIÓN REFRIGERATIONREFRIGERATION

VRP 13

VML 18

VRP

Características técnicas y constructivas sujetas a variación sin previo aviso / We reserve the right to change specifications without prior notice. Características técnicas y constructivas sujetas a variación sin previo aviso / We reserve the right to change specifications without prior notice. 
Fotografías no contractuales / Non contractual pictures. Fotografías no contractuales / Non contractual pictures. 

Los datos técnicos están sujetos a posibles variaciones que serán actualizadas periódicamente en las fichas técnicas del producto, disponibles en la web. Los datos técnicos están sujetos a posibles variaciones que serán actualizadas periódicamente en las fichas técnicas del producto, disponibles en la web.
The technical data are subject to possible variations that will be updated periodically in the technical data sheets of the product, which are available on the website. The technical data are subject to possible variations that will be updated periodically in the technical data sheets of the product, which are available on the website. www.infrico.com320 321




